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Router = Intermediate System
Host = End System
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Datalink Header
OSI fam. OXFEFE

IS-IS Header
(first byte is 0x83

IS-IS Data
(packet type dependent)
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|IS-IS Header Format:

Packet-Typa- Packat-Type-
Spacilic, Specil, Variabple-
Fixed Header Langth Headar
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Intradomain Routing Protocol Discriminator

Lenght Indicator Common Header

Version/Protocol ID Extension

ID Length

R R PDU Type

Version

Reserved

Maximum Area Address 1

R R R Circuit Type 1

Source ID ID Length

Holding Time 2

PDU Length 2

Local Circuit ID

Variable Length Fields
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Intradomain Routing Protocol Discriminator

Lenght Indicator Common Header

Version/Protocol ID Extension

ID Length

R R PDU Type

Version

Reserved

Maximum Area Address 1

R R R Circuit Type 1

Source ID ID Length

Holding Time 2

PDU Length 2

R Priority 2

ID Length + 1

Variable Length Fields
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CSNP

RTA.00-00
RTB.00-00
RTC.00-00
RTC.01-00

CSNP
RTD.00-00

PSNP
RTD.00-00

LSP

RTA.00-00
RTB.00-00
RTC.00-00

LSP
RTD.00-00
SEQ#1
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Intradomain Routing Protocol Discriminator

| ength Indicator

Version/Protocol ID Extension

ID | ength

Reserved PDU Type

Version

Reserved

Maximum Area Adress

PDU | ength

Remaining | ifetime

LSP IS

Sequence Number

Checksum

P | Att

IS Type

Variable Length Field

number of
bytes

2
2
ID Length + 2
4
2
1

Common header
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Intradomain Routing Protocol Discriminator

| ength Indicator

Version/Protocol ID Extension

ID | ength

Reserved

Version

Reserved

Maximum Area Adress

PDU | ength

Saource 1D

Variable Length Fields

1
1
1
1
1
1
1
1
1

ID length + 1

Common header
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bytes

Intradomain Routing Protocol Discriminator

| ength Indicator

Version/Protocol ID Extension

ID | ength

Reserved PDU Type
Version

Reserved

Maximum Area Adress

PDU | ength

Saource 1D

Start | SP 1D

End LSP ID

Variable Length Fields

Common header

PR RPRRRPRRRREPR

ID length + 1
ID Length + 2
ID Length + 2











































